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HURRICANE 1000
SS2-R EXHAUST
SYSTEM
Part #14502

CONGRATULATIONS!    You have purchased the finest exhaust system available for your motorcycle.
Your VANCE & HINES exhaust system is designed for today's rider, a rider who needs maximum
performance, great styling and a perfect fitting system.  VANCE & HINES spends months testing
and designing to come up with the perfect combination of header tubing size and collector shape
to give your bike the best possible performance.  The VANCE & HINES system will give your bike
more power on the low and mid-range, as well as the top end.  There are many features that the
VANCE & HINES system offers, here are just a few...

• ALL NEW TRIPLE-CHAMBERED QUITECH BAFFLE DESIGN
• TRIPLE-WRAP HIGH DENSITY FIBERGLASS PACKING
• SIGNIFICANTLY REDUCES SOUND LEVELS WITH NO PERFORMANCE LOSS
• EXCLUSIVE HIGH VOLUME OVAL CANISTER DESIGN
• TRADITIONAL VHR BILLET END-CAP WITH STAINLESS OVAL DIFFUSER

REMOVING THE STOCK EXHAUST SYSTEM
1. Put the bike up on its center stand for easy removal of the exhaust system.
2. Remove the seat to gain access to the side covers.
3. Remove upper and lower rear side covers and set them aside.
4. Remove the four bolts from each muffler cover.
5. Loosen the muffler clamps on both left and right side mufflers, (just in front of the rear tire).
6. Remove the muffler mounting bolts from the rear foot rests. Remove the stock mufflers and set

them aside.
7. Remove the three allen bolts from the round access cover on both sides of the front fairing.
8. Remove the left and right halves of the front fairing and set them aside.
9. Remove the hose from the lower left side of the radiator, (save the coolant for reuse).
10. Remove the horn and bottom bolt from the radiator and swing the radiator forward to allow

access to the header nuts.
11. Remove the eight header nuts and one mounting bolt located under the rear of the engine.

INSTALLING YOUR NEW VANCE & HINES EXHAUST SYSTEM
1. Check that the stock exhaust gaskets are in good shape. If you have any doubts as to their

condition, replace them.
2. Position the new header onto the cylinder head.
3. Fully tighten the header nuts on the cylinder head.
4. Slide the dog bone shaped nut plate under the bracket that is welded onto the silencer can.
5. Position the squared off end of the hold on bracket over the two holes in the nut plate with the

offset toward the outside of the bike, install the two 5/16” bolts supplied and finger tighten.
6. Slide the rear section of the new exhaust system over the collector of the front section. Install the

two unpainted exhaust springs between rear section and the collector using the spring puller tool
supplied.

7. Slip the silencer over the rear section, position the silencer mounting bracket on the inside where
the stock system originally mounted.
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8. Tighten assembly using the stock mounting bolt, washer and nut. Install the two black exhaust
springs between the silencer and the rear section using the spring puller.

9. Tighten the two 5/16” bolts on the mounting bracket.
10. Put the bike on its side stand and remove the left hand side center stand pivot bolt.
11. Install the new center stand bracket with the bend pointing to the inside of the bike.
12. Install the center stand bolt without the fairing support bracket.
13. Tighten the bolt while making sure the bracket is rotated counter-clockwise until it stops against

the frame.
14. Re-route the drain tubes from the right hand side to the inside of the center stand.
15. Replace all fairing pieces in the reverse order of removal.

Note: the rear muffler fairings will not fit anymore, due to lack of mounting points.
16. Be sure to tighten all hardware before starting your motorcycle.

RE-JETTING INSTRUCTIONS
Re-jetting the carburetors will result in realizing the "full" potential of this performance exhaust
system. Vance & Hines offers jet kits for most applications. Base line jetting information is available
through our tech-line (562-926-5291) for most models.

NOTE: The discoloration or blueing of a nickel finish is normal. Without proper care or maintenance,
this finish may rust or corrode. This finish is not warranted against those conditions. For tips on
maintenance, please see our "Care Kit" (Part No. 22661).

PLEASE NOTE: Every effort is made for Vance & Hines Exhaust Systems to provide improved
cornering clearance. However, due to design and space limitations on some motorcycle models,
(center stand, oil filter, oil pan etc.) ground and cornering clearance may not be improved and in some
cases may be reduced. Be sure to follow proper installation instructions.


