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2008 Kawasaki ZX14
Installation Instructions
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Parts List
1 Power Commander
1 USB Cable
1 CD-ROM
1 Installation Guide
1 Power Adapter
2 Power Commander Decals
2 Dynojet Decals
2 Velcro® Strip
1 Alcohol Swab
2 Zip ties

You can also download the Power
Commander software and latest maps
from our web site at:

www.powercommander.com

The ignition MUST be turned
OFF before installation!

PLEASE READ ALL DIRECTIONS BEFORE STARTING INSTALLATION
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1. Remove the left hand fairing and inner fair-
ing.

2 Remove the bolts that hold the coolant
reserve bottle to the engine (Fig. A).  Let the
bottle hang out of the way temporarily.

3 Disconnect the stock wiring harness from the
throttle body harness (Fig. B).  These connec-
tors are BROWN in color and are located
under the throttle bodies

4 Lay the PCIII next to the gauge panel tem-
porarily and route the PCIII harness along the
stock wiring harness to the throttle body con-
nection (Fig. C).
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Remove these bolts

Disconnect

PCIII harness



5 Connect the PCIII in-line of the stock wiring
harness and throttle body harness (Fig. D).

6 Attach the ground wire from the PCIII to the
frame using the stock upper bolt that holds
the coolant reserve bottle to the frame (Fig.
E).  Make sure the ground wire from the
PCIII is between the coolant bottle and the
frame.

7 Reinstall the coolant bottle.

8 Install the PCIII to the left hand ram air tube.
Use the supplied zip ties to secure the PCIII
harness to the stock wiring harness.  This will
secure the unit in place without the need to
use the velcro.

9 Reinstall the bodywork.

NOTE: This bike uses a servo to hold the throttle
plate open during cold starts.  Make sure the
bike is up to operating temperature BEFORE
resetting the throttle position on the PCIII
software.
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Stock connector

PCIII connectors

Stock connector

PCIII ground wire

Zip tie

Ignition Module
ground wire

Stock bolt


