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Mounting instructions for 2010 Wolfman and Backroads Moto Side Racks 

 
KLR 650 ‘08- 

This kit contains the following: 

 

 

 

 

 

 

Tools required: 

Blue Loctite or a medium strength thread locker 

5mm Hex wrench 

6mm Hex wrench 

10mm Wrench 

 

 

Read and understand these instructions prior to installation 

Be sure to thread lock all bolts 

 

Correctly mounted side racks on a KLR650. 

 

 

             
 

 

 

 

Quantity Description  

1 Left rack 

1 Right rack 

1 Mounting bracket 

2 8mm x 55mm Socket head (upper front L & R) 

2 8mm x 35mm Socket head (lower front L & R) 

2 8mm x 25mm Button head (upper rear L & R)  

2 6mm x 35mm Socket head (mounting bracket L & R)  

2 8mm Locknut 

8 8mm Washer(small) 

2 6mm Locknut 

2 6mm Washer(small) 

2 6mm Washer(large) 
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Side rack mounting bracket 

 
 

1. Remove all 4 mounting bolts for top luggage rack. There are 2 luggage rack 

mount bolts on the sides, and 2 mount bolts down through the top on the luggage 

rack. See FIG 1 and FIG 2. 

 

FIG 1                                                                                           FIG 2 

                                       
 

2. Remove only the 2 forward-most turn signal mounting bolts; one on each side, 

left & right. See FIG 3. 

 

FIG 3                                                                                           FIG 4 

                     
 

3. Raise the luggage rack up off the bike enough to gain clearance to install the side 

rack mounting bracket. See FIG 4 (The “U-shaped” mounting bracket goes 

underneath the luggage rack, through the sides of the luggage rack, and slides 

tightly against the sides of the turn-signal mounts. See FIG 5.) It’s a sneaky and 

snug fitment that requires a final rotation into place, bringing the upper portion of 
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the mounting bracket rearward, while at the same time indexing the bolt holes 

over the turn-signal mount holes. See FIG 6. 

 

FIG 5                                                                                           FIG 6 

                       
 

4. Apply thread lock to each of two 6mm x 35mm socket head bolts and insert them 

with large 6mm washers through the smaller oval mount holes (upper) in the 

mounting bracket, and through the front turn-signal mount holes. Capture each 

threaded 6mm bolt on the inside of the turn-signal mounts on the luggage rack – 

use small 6mm washers on the inside with each nut. Thread these nuts to the bolts 

(don’t tighten). Do this on each side. See FIG 7. 

 

FIG 7 

 
 

5. Reinstall stock 6mm socket head bolts back into the same top luggage rack 

mounting holes that they were removed from earlier (don’t tighten). See FIG 8. 

 

 

FIG 8 
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Right side rack 

 

1. Remove upper rear passenger peg mount bolt. Apply thread lock on one 8mm x 

35mm socket head bolt with washer, insert through lower (front) rack mount and 

loosely thread into upper foot peg mount hole. Let the side rack hang at this time 

(don’t tighten). See FIG 9 and FIG 10 

 

FIG 9                                                                 FIG 10 

               
 

2. Apply thread lock on one 8mm x 55mm socket head bolt with washer and insert it 

through upper front side rack mount tab, then through the right side luggage rack 

mount hole, into the sub-frame (don’t tighten). See FIG 11 

 

FIG 11 

                    
 

 

3. Apply thread lock to one 8mm x 25mm button head bolt with washer and insert 

through right rear side rack mount tab, then through lower (larger) oval mount 

hole on mounting bracket. Thread bolt with 8mm locknut and a washer on  inside 

of mounting bracket. Thread nut on loosely. See FIG 11. 

 

Left side rack 

 

1. Apply thread lock on one 8mm x 35mm socket head bolt with washer, insert 

through lower (front) rack mount and loosely thread into upper foot peg mount 

hole. Let the side rack hang at this time (don’t tighten). See FIG 12 
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FIG 12 

 
 

2. Apply thread lock on one 8mm x 55mm socket head bolt with washer and insert it 

through upper front side rack mount tab, then through the right side luggage rack 

mount hole, into the sub-frame (don’t tighten). See FIG 13 

 

FIG 13 

 
 

3. Apply thread lock to one 8mm x 25mm button head bolt with washer and insert 

through left rear side rack mount tab, then through lower (larger) oval mount hole 

on mounting bracket. Capture bolt with 8mm locknut and another washer on 

inside of mounting bracket (don’t tighten). See FIG 14. 

 

FIG 14 
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Tightening sequence: 

 

Begin by tightening from the “top” of the bike “down.” Tighten the 2 top (stock) luggage 

mount bolts. Next tighten the 2 front turn-signal mounts that hold the side rack mounting 

bracket in place underneath the luggage rack, both sides. 

 

Next tighten the top front side rack mount tabs, both sides. 

 

Next tighten the top rear side rack mount tabs, both sides. 

 

Finally, tighten the lower front side rack mount tabs that bolt into the upper passenger 

peg mount holes. 

 

 

       

**Periodically re-check all nuts and bolts to maintain rigidity and structural 

integrity** 

 

 

 

 

If you have any questions call or email Berg Briggs at: 

1-307-690-0452 

berg@brmoto.com 

 


