
CUSTOMER SERVICE
877.370.3604 (toll free)

INSTALLATION QUESTIONS
techsupport@kuryakyn.com

or call 715.247.2983

LIMITED WARRANTY
Küryakyn warrants that any Küryakyn products sold 

hereunder, shall be free of defects in materials and 
workmanship for a period of one (1) year from the 

date of purchase by the consumer excepting the fol-
lowing provisions:

 
• Küryakyn shall have no obligation in the event 

the customer is unable to provide a receipt showing 
the date the customer purchased the product(s). 

• The product must be properly installed, 
maintained and operated under normal conditions. 

• Küryakyn makes no warranty, expressed or 
implied, with respect to any gold plated products. 

• Küryakyn shall not be liable for any consequential 
and incidental damages, including labor and 

paint, resulting from failure of a Küryakyn product, 
failure to deliver, delay in delivery, delivery in noncon-

forming condition, or for any breech of contract or 
duty between Küryakyn and a customer.  

• Küryakyn products are often intended for use 
in specific applications. Küryakyn makes no 

warranty if a Küryakyn product is used in 
applications other than intended. 

• Küryakyn electrical products are warranted for one 
(1) year from the date of purchase by the consumer. 
Components of Küryakyn products containing L.E.D.s 

will be warranted for defects in materials and 
workmanship for 3 years from the date of purchase. 

• Küryakyn makes no warranty of any kind in regard 
to other manufacturer’s products distributed by 

Küryakyn. Küryakyn will pass on all warranties made 
by the manufacturer and where possible, will expedite 

the claim on behalf of the customer, 
but ultimately, responsibility for disposition of the 

warranty claim lies with the manufacturer. 

ABOUT OUR CATALOG
You’ll find all our innovations for H-D, GL and 

Metric Cruisers in our annual catalogs. Order online 
today–select the ”CATALOGS” icon. Each Küryakyn 
product comes with a Proof-of-Purchase good for a 

complimentary catalog. Details in packaging.

Be sure to ask your local dealer about other 
Küryakyn products, the motorcycle parts and ac-

cessories designed for riders by riders.

©2005 Küryakyn USA All Rights reserved.

INSTALLATION

Parts Included
		  1	 Pair Of Boss Blades HYD Clutch and Brake Levers Including:
			   1	 Pivot Sleeve per Lever
	  	 1 	 Installation Instructions

Please read and understand entire instructions before starting installation.

Thank you for choosing Küryakyn!

In order to protect you and others from possible injury and/
or property damage or loss, please pay close attention to all 
instructions, warnings, cautions and attention notes regarding 
the use and care of this product.

Procedure
STEP 1	 With your snap ring pliers, remove the snap rings located on the bottom of each 
lever pivot pin. Be careful not to lose the snap rings. Remove both pivot pins.

STEP 2	BRAKE  SIDE
Carefully remove the brake lever from the master cylinder assembly. Place a small amount of 
grease on the pivot pin. Check to be sure the nylon bushing is in place in the lever and replace 
the lever into the master cylinder — DO NOT FORCE IT! If it does not go in with ease, make 
sure the thin tab on the brake lever is positioned at the end of the master cylinder plunger. 
When the pivot pin can be inserted easily through the master cylinder housing and the lever, 
it is positioned correctly. Gently squeeze the brake control a few times to insure proper 
operation. Replace the snap ring on the pivot pin.

IMPORTANT
As a safety precaution, we recommend doing the following: Make sure your front brake 
lever activates the brake light. Test to be certain the front brake is not dragging. To do this 
you may need the help of a friend. With a small jack or lift, elevate the front wheel off the 
ground. Spin the front wheel; it should spin freely for a couple of revolutions. If it moves 
with noticeable resistance or seems to stick or bind, the brakes are dragging and one should 
go back and review the installation to determine the cause of this brake drag before the 
motorcycle is operated.

STEP 3	CLUTCH  SIDE
Carefully remove the lever from the master cylinder assembly. You need to take out the stock 
OEM roller from the OEM lever and install into the Boss Blades. Place a small amount of 
grease on the pivot pin. Check to be sure the nylon bushing is in place in the lever and replace 
the lever into the master cylinder — DO NOT FORCE IT! When the pivot pin can be inserted 
easily through the master cylinder housing and the lever, it is positioned correctly. Gently 
squeeze the clutch lever control a few times to insure proper operation. Replace the snap ring 
on the pivot pin.

Ride On!

FITS: ALL ‘02-’05 V-ROD AND ANY ‘99-’06 TWIN CAM WITH H-D HYDRAULIC CLUTCH 
KIT DOES NOT FIT ‘06-UP V-ROD OR ‘07 TC
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