
2007 Kawasaki ZX6R - PCIII USB - 1i229-411 www.powercommander.com

2007 Kawasaki ZX6R
Installation Instructions
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Parts List
1 Power Commander
1 USB Cable
1 CD-ROM
1 Installation Guide
1 Power Adapter
2 Power Commander Decals
2 Dynojet Decals
2 Velcro® Strip
1 Alcohol Swab
1 Wire tap

You can also download the Power
Commander software and latest maps
from our web site at:

www.powercommander.com

The ignition MUST be turned
OFF before installation!

PLEASE READ ALL DIRECTIONS BEFORE STARTING INSTALLATION
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1 Remove the main seat and the passen-
ger seat.

2 Prop the front of the fuel tank up.

3 Remove the air box.  The air box
does need to be completedly removed.
It just needs to be lifted up far enough
to accesss the TPS.

4 Lay the PCIII in the tail section and
route the harness along side the stock
wiring harness towards the throttle
bodies.

5 Unplug the stock wiring harness from
the throttle bodies (Fig. A).

6 Plug the PCIII harness in-line of the
stock wiring harness and throttle bod-
ies (Fig. B).

7 Unplug the Throttle Position Sensor
connector.  This connector is located
on the right hand side of the throttle
bodies.

8 Crimp the supplied wire tap to the
YELLOW/WHITE wire.

9 Connect the GREY wire from the
PCIII to the wire tap (Fig. C).

Note:  It is recommended to use dielectric
grease on these connections.

10 Plug the TPS connector back onto the
throttle bodies.
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11 Attach the ground wire from the PCIII
to the negative side of the battery
(Fig. D).

12 Install the PCIII in the tail section.  

Note:  Due to the lack of storage room on
this motorcycle this is the best place
to mount the PCIII.  This will require
removal of the stock tool kit.

13 Reinstall the airbox and fuel tank.

14 If you are going to use either the
Ignition Module or Quickshifter then
you will need to modify the inner
fender to allow room for the expan-
sion plug.

Cut the tab on the front, left corner of
the stock tool tray.  Cut along the dot-
ted line in Fig. F.
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