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Clutch Cable Bracket 
BC708-003 

Tools Required: 
 18,  12 & 8mm Open End Wrench 

 5mm Allen Wrench 

Kit Includes: 
1x Clutch Cable Bracket 

Hardware 

WARNING: It is recommended that this kit be installed by a certified Triumph technician, following the Triumph service manual to aid 

in proper fitting. Verify all torque specs in Triumph service manual. 

WARNING: Laws concerning this product vary from state/province to state/province. Your state/province may prohibit its use on public 

roads or restrict its use to novelty, show use, off-road areas, or race facility areas only. In some states/provinces off-road uses are also 

prohibited. The manufacturer and retailer assume no responsibility for any use or application of this product in violation of any applica-

ble law. Before installing this product, please check your state/province and local/municipal laws and regulations. 

This is a high performance product and intended for race use applications!  USE AT OWN RISK! 

Fits The Following Motorcycles: 
 Triumph Bonneville ( All Models) 

 Triumph Thruxton 

 Triumph Scrambler 

 Triumph America 

 Triumph Speedmaster 

Other Items We Think You May Like 

Parcel Gris Rack Clutch Arm Finisher Rectifier Relocation  Speedo Cable Bracket 
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Clutch Cable Bracket 
BC708-003 

Use a 18mm wrench, place the wrench around the clutch arm 

Apply pressure counter clockwise to relieve the pressure on the 

clutch cable 

Maneuver the cable out of the holder 

Slide the rubber dust boot toward the end of the cable 

Step 1: 

Step 2: 

Step 3: 

Step 4: 
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Clutch Cable Bracket 
BC708-003 

Remove the stock bracket 

Use a 12mm wrench, unscrew the nut from the backside of the 

clutch cable.   

Remove the clutch cable from the stock holder 

Use an 8mm wrench or socket and remove the 2 screws that are 

holding the stock bracket into place 

Step 5: 

Step 6: 

Step 7: 

Step 8: 
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Clutch Cable Bracket 
BC708-003 

Slide the clutch cable through the new bracket 

Slide the new mounting screws into the holes in the bracket 

Slide the bracket assembly into the mounting holes 

Tighten with a 5mm Allen wrench 

Step 9: 

Step 10: 

Step 11: 

Step 12: 
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Clutch Cable Bracket 
BC708-003 

Maneuver the end of the clutch cable back into place 

Thread the nut back onto the end of the clutch cable and tighten 

with a 12mm wrench 

Slide the rubber dust boot back onto clutch cable 

Use the 18mm wrench again to relieve the clutch arm pressure 

Step 13: 

Step 14: 

Step 15: 

Step 16: 
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Clutch Cable Bracket 
BC708-003 

 

Congratulations!  You have successfully completed the installation 

of your new British Customs Product. 

 

 

End: 

 

 

 


